NOTE: BEFORE CUTTING CORD, WRAP WITH ELECTRICAL TAPE TO PREVENT THE FABRIC SLEEVE FROM FRAYING

1. LOOSEN STRAIN RELIEF CAP AND FEED CORD THROUGH
IMPORTANT: WE RECOMMEND CEILING MOUNTING BE INSTALLED BY AN ELECTRICIAN

1. IMPORTANT: WE RECOMMEND CEILING MOUNTING BE INSTALLED BY AN ELECTRICIAN

2. TIGHTEN STRAIN RELIEF AT DESIRED HEIGHT AND ATTACH MOUNTING PLATE TO JUNCTION BOX

3. CUT CORD AND CONNECT TO BUILDING WIRING

4. SLIDE COVER UP TO MOUNTING PLATE AND CEILING

BULB TYPE
LED FLAT PANEL
FULL RANGE LIGHT CONTROL
VIA 120V DIMMER

BULB REPLACEMENT
CONTACT MANUFACTURER FOR BULB REPLACEMENT

LENGTH OF CORD SUPPLIED
10FT (305CM)
IMPORTANT: WE RECOMMEND FIXTURE BE INSTALLED BY AN ELECTRICIAN. CIELO CHANDELIER 13 MUST BE SECURELY ANCHORED TO 150LBS RATED JUNCTION BOX OR MOUNTED TO CEILING STUDS.

SUGGESTED HANGING CONFIGURATIONS

1. DETERMINE APPROPRIATE HEIGHT ABOVE SURFACE FOR LOWEST LAMP
2. SPACE EACH LAMP 3.5 INCHES (9CM) ABOVE THE PREVIOUS LAMP
3. MOVE UPWARDS IN A SPIRAL PATTERN

NOTE: CIELO CHANDELIERS 3, 5 AND 7 HAVE NUMBERS ON THE MOUNTING PLATE TO INDICATE WHICH HOLES ARE USED. CHANDELIER 13 DOES NOT HAVE NUMBERS ON MOUNTING PLATE, ALL HOLES ARE USED

ROUTE BUILDING WIRING THROUGH MOUNTING PLATE

ATTACH PLATE TO JUNCTION BOX WITH PROVIDED JUNCTION BOX MACHINE SCREWS

ANCHOR PLATE INTO CEILING STUDS WITH PROVIDED WOOD SCREWS IF POSSIBLE. IF NOT, USE PROVIDED CEILING ANCHORS AND WOOD SCREWS TO SECURE PLATE TO CEILING

NOTE: INSTALLATION REQUIRES STANDARD PHILLIPS HEAD SCREW DRIVER AND #2 FLAT HEAD SCREW DRIVER
4. Align letters on mounting plate with corresponding letters on canopy cover.

5. Attach cable hooks to cable mounts on canopy cover to support canopy cover during installation. Cable hooks must remain attached to canopy cover to ensure safe installation.

6. Using the numbers on the mounting plate as a guide, feed pendant cords through assigned numbered holes in canopy cover and strain reliefs.

7. Pull pendants to desired height referencing suggested hanging configurations. Use #2 flat head screw driver to set strain reliefs.

8. Press rubber plugs into unused holes from inside of canopy cover.

Note: Cielo Chandelier 13 does not have letters on canopy cover and mounting plate. Align holes and assemble.

Note: Installation shown is for Cielo Chandelier 3. For Cielo Chandeliers 5, 7 and 13, follow the same wiring process using the hole placement outlined in suggested hanging configurations.
9. **CUT CORDS TO REACH 12-PORT TERMINAL BLOCKS, ALLOWING FOR 3" OF EXTRA CORD PAST TERMINAL BLOCKS. STRIP CORDS SO LEAD WIRES ARE EXPOSED, THEN WIRE CORDS TO TERMINAL BLOCKS AS SHOWN AND SECURE WITH #2 FLAT HEAD SCREW DRIVER**

10. **CONNECT BUILDING WIRING TO LEAD WIRE USING PROVIDED WIRE NUTS**

11. **ENSURE ALL CABLES AND CORDS ARE TUCKED WITHIN CANOPY COVER. LIFT CANOPY COVER UP TO CEILING AND SECURE TO MOUNTING PLATE WITH PROVIDED CANOPY COVER MACHINE SCREWS**